
 

Next Generation Features  

•  20 hour  bat tery  l i fe !  

•  Larger  d isp lay > eas ier  to  read  

•  2  new funct ion keys > eas ier  to  opera te  

•  0 .1 crank angle degree  measur ing  resolut ion  

•  Compress ion pressure measurement  

•  Pressure vs Crank Ang le curves  

•  As -Found and As -Lef t  ba lanc ing reports  

•  Cont inuous PC on - l ine moni tor ing of  P  vs CA  

   and Pmax fo r  d iagnost ic  purposes  
 

Existing Features 

•  High  accuracy (<0.5% FSR)  

•  Cy l inder  Balanc ing Order  

•  Proven  combust ion  pressure sensor  

•  No water  a i r  cool ing requi red  

•  L ight -weight  (2 .5 lbs)  

•  Rechargeable bat te r ies  

•  Powerfu l  PC analys is  sof tware  

•  Convenien t  carry ing case  

•  Best  va lue  handheld analyzer  

 

Applicat ion 

•  2 -s t roke  engines:     40 to  900 RPM 

•  4 -s t roke  engines:   200 to  1800 RPM 

The EPM-XNGp lu s  helps keep your engines in balance for best power,                

optimum fuel efficiency, lowest emissions, and long engine life.  

EPM-XNG p l u s  Gas  Eng ine Ba lancer  



 

 

S p e c i f i c a t i o n s  

The EPM-XNG p l u s  is  a  h igh ly  accurate and easy to  use gas engine balancer.   The operator  
can co l lec t  “As Found” cy l inder  pressure data ,  ba lance the engine,  and  co l lec t  “As Lef t ”  data 
without  ever  leav ing the engine room.  
  
The EPM-XNG p l u s  comes wi th  powerfu l  PC analys is  sof tware that  inc ludes  the fo l lowing      
features.  
 

• Balanc ing bar  char t  

• Peak & Compress ion Pressure bar  char t  

• 50 cyc le peak pressure h is tory  for  each cy l inder  

• Pressure vs Crank Angle  curves  

• As-Found & As-Lef t  ba lanc ing reports  inc ludes peak pressure,  compress ion pressure,  

s tandard dev iat ion,  Pmax & Pmin for  each cy l inder  

• Trending  

  
The EPM-XNG p l u s  bat te ry  recharges whi le  the handheld is  connected to  the PC or  a  USB 
charger.  

Measur ing range  0. . .2000ps i  

Accuracy (EPM-XG uni t  i nc l .  HTT sensor )  <+/ -0.5% FSR(stat ic )  

Max.  temperature a t  measur ing ce l l  300°C 

Storage capac i ty  20 measurements  /  engine  

(As Found and  As Lef t )  

PC Inte r face  USB 

Rechargeable Bat ter ies  (4)  NiMH AAA 930 mAh  

Weight  inc l .  Sensor and adaptor  2 .5 lbs  

Dimension  inc l .  protect ion cover  8 .3 x  3.9 x  3.1 in  

Scope of Supply               Part  Num   

EPM-XNG p l u s  Gas Engine Balancer,  inc ludes       IW-1723 

-  Handheld  analyzer   

-  HTT-06 combust ion pressure sensor & 4 f  t .  cable  

-  Thompson adaptor  (W27 x  1/10 "  )  & wrench  

-  4  rechargeable NiMH AAA930 mAh bat ter ies  

-  PC Visual izat ion sof tware  

-  USB cable  

-  User ’s  Manual  & Quick Star t  Guide on USB Flash Dr ive  

-  Hot  g loves  

-  Car ry ing case  

 

Optional  Items 

-  Thompson adapter  for  cont inuous on - l ine measurement  on    IW-1219 

   4-s t roke engines         

-  Pressure pump coupl ing for  ca l ibrat ing  sensor      IW-1574 

-  Thread c leaner for  Thompson adapte r        IW-1571  

     

Contact:  IMES USA 
  276-451-5265,   
  sa les@imes-usa.com   


